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M:\STANDARDS\Walls\CABLE RAILING-FENCE\8.1-A6-5_CABLE FENCE_MISCELLANEOUS DETAILS.MAN

TO BE INSTALLED ACROSS WALL ANGLE POINTS,
BOTH VERTICAL AND HORIZONTAL.

CHAIN CONNECTION ELEVATION

CHAIN CONNECTION PLAN

1'-0"
1'-0

"

ROPE NOT SHOWN FOR CLARITY

½" PREMOLDED
JOINT FILLER

* SEE CONTRACT PLANS FOR JOINT LOCATIONS.

3'-4"
MAX.

3'-4"
MAX.

3½"ø XS PIPE

(WIRE ROPE AND SPELTER SOCKETS NOT SHOWN FOR CLARITY)

1. PIPE RAILING, POSTS AND, PIPE
  RAILING SPLICE PIECES SHALL BE
  ADEQUATELY WRAPPED TO ENSURE
  PROTECTION DURING HANDLING AND
  TRANSPORTATION TO THE JOB SITE.

NOTES:

ASTM A276 OR A240 TYPE 302 STAINLESS STEEL

¼" GALVANIZED PROOF COIL CHAIN
ASTM A413 GR. 30 (TYP.) - 3" MAX. SAG
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  POSTSEE DETAIL 3
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TYP.

RETAINER LOOP

¼

DETAIL 3

ANGLE POINT

*

ANGLE POINT

½" GALVANIZED DOUBLE
CLEVIS LINK OR(ASTM A992)
½"ø MECHANICAL ALLOY
COUPLING LINK (TYP.)

*

TO BE INSTALLED ON WALL
LENGTHS OF 9'-0" OR LESS.

RAIL TYPE 2

½" PREMOLDED
JOINT FILLER*

¢ END
  POST ¢ END

  POST TYPE 2

¢ END
  POST TYPE 2

END OF WALL
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7'-0" MAX.2'-3" MIN.

SEE DETAIL 4

ANGLE POINT

1'-0"
MIN.

2"ø RAIL (STD. PIPE)

3½"ø XS PIPE

OPTIONAL RAIL SPLICE
(TYP. 4 LOCATIONS)

DETAIL 4

BREAK EDGE
À" X 45°
(TYP.)

¢ END POST TYPE 2

½"

3½"
(TYP.)

C

1½"
4"

1½"

7" (TYP.)
¢ DRIVE PINSASTM A 276TYPE 302STAINLESS STEEL

1"
(TYP.)

1½"ø PIPE

OPTIONAL 
RAIL SPLICE

É"

1½"ø RAIL SPLICE (STD. PIPE)
CUT PIPE & COMPRESS FOR
SNUG FIT.

2"ø RAIL (STD. PIPE)

¢ É"ø DRIVE PIN HOLE
FOR TOP RAIL

¢ É"ø DRIVE PIN HOLE
FOR BOT. RAIL

**

**

** LOCATE ON SIDE OPPOSITE
PEDESTRIANS - DRIVE PINS
SHALL BE DRIVEN FLUSH WITH
THE OUTSIDE FACE OF THE RAILING.
(2 PER SPLICE)

¢ RAILING & END POST TYPE 2

3
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PROVIDE 1"ø VENT HOLE
IN 3½"ø XS PIPE (TYP.)
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BREAK EDGE

SLOTTED TYPE SPRING PIN (ANSI B18.8.2)

DRIVE PIN DETAIL


