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SIGN PANEL 
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MODIFIED TYPE 1 
SIGNAL STANDARD 

(TYP.) 

MOUNTING BRACKET 
AND STEEL STRAP 
(TYP.) 

BRONZE 12-SECTION 
TERMINAL BLOCK 
COMPARTMENT 

~HAND HOLE 
(SEE NOTE 13) 

SIGN PLACEMENT DETAIL 
(SEE NOTE 9) 

0 BACKPLATES NOT SHOWN 
FOR CLARITY. 

UPPER TRAFFIC SIGNAL HEAD -
THREE 12" (IN) LENSES WITH 

TUNNEL VISORS 
(SEE NOTE 10) 

BOTTOM OF 
LOWER TRAFFIC 

SIGNAL HEAD 

TYPE D SIGNAL 
HEAD MOUNT 

MODIFIED TYPE 1 
SIGNAL STANDARD 

(SEE NOTE 2) 

TYPE K SIGNAL 
HEAD MOUNT 
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TOP OF 
POLE 

NOTES 

1. 

2. 

3. 

4. 

5. 

6. 

7. 

8. 

See Standard Plan J-21.10 for Signal Standard Foundation Details. 

Steel shaft shall be tapered either round or dodecagon (12-sided), 11-gage, 4 1/2" (in) O.D. at slipfitter. 
Taper shall be 0.14" (in) per foot. 

All poles shall be hot-dip galvanized per AASHTO M111. 

Welding of structures shall be in accordance with the latest edition of the AWS 01.1 Structural 
Welding Code- Steel. All butt welds shall be ground flush with base metal. 

See Standard Plan J-22.16 for Wiring and Electrical Details. 

Junction Box serving the Standard shall be located no more than 1 0' - 0" (5' - 0" preferred) from 
the Standard. 

A backplate shall be installed on the Upper Traffic Signal Head. Install a backplate on the Lower 
Traffic Signal Head only when required by the contract. Do not install retro-reflective tape 
on backplates. 

For Sign Installation Details, see Standard Plan G-30.10. 

9. For Elbow Mounting Details, see Standard Plan J-28.45. Verify barrier angle prior to fabricating elbow. 

10. For Signal Head Mounting Details, see Standard Plan J-75.10. 

11. Standard shall use slip base if installed closer than 4' (ft) from the face of guardrail. 

12. Treat surrounding pole with galvanizing repair paint meeting the requirements of Standard 
Specification 9-08.1(2). Apply two coats. Paint shall be dry before applying second coat. 

13. Hand hole shall face toward roadway for Elbow Mount Barrier installations. For all other installations, 
hand hole shall face the opposite direction from the Upper Traffic Signal Head. Hand hole face shall 
remain accessible after pole and sign installation is complete. 

LOWER TRAFFIC SIGNAL 
HEAD- THREE 8" (IN) 
LENSES WITH CAP VISORS 
(SEE NOTE 10) 

SIGN R10-601 -SEE SIGN 
PLACEMENT DETAIL 

BACKPLATE- SEE 
STD. SPEC. 9-29.16 
(SEE NOTES 7) 
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HAND HOLE (BEYOND) 
(SEE NOTE 13) 

TOP OF BASE PLATE 

CONCRETE FOUNDATION 
(SEE NOTE 1) 
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CUT SECTION BEHIND BARRIER 0 
(GROUND-MOUNTED) 
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SIGN R10-601 -SEE SIGN 
PLACEMENT DETAIL 

TOP OF BASE PLATE 

CONCRETE FOUNDATION 
(SEE NOTE 1) 

BOTTOM OF LOWER 
TRAFFIC SIGNAL HEAD 

TOP OF ROADWAY 

0 BACKPLATES NOT SHOWN 
FOR CLARITY. 
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HAND HOLE 
(BEYOND) 

(SEE NOTE 13) 
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(SEE NOTE 1) 
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EMBANKMENT SECTION BEHIND BEAM GUARDRAIL 0 
(GROUND-MOUNTED) 

TOP OF POLE 

SIGN R10-601 -SEE SIGN 
PLACEMENT DETAIL 

TOP OF BASE PLATE 

MAINTENANCE PAD -
SEE STANDARD PLAN 
J-28.24 FOR DETAILS 
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SECTION 0 
SIGN R10-6 MODIFIED- DRILL AND TAP 
TO POLE - FOUR 1/2" (IN) DIAM. HOLES 
FOR 1/2" DIAM. x 5/8" LONG S. S. HEX HEAD 
BOL T-UNC WITH FLAT AND NYLON 
WASHERS - SPACE EVENLY 
(SEE NOTE 12) 

~ 
SIGN R10-1404 MODIFIED- DRILL AND TAP 
POLE - TWO 1/2" (IN) DIAM. HOLES 

FIXED BASE TYPE 
RM STANDARD 
(SEE NOTE 1) 

BARRIER 

r 
FOR 1/2" DIAM. x 5/8" LONG S. S. HEX HEAD 
BOL T-UNC WITH FLAT AND NYLON 
WASHERS - SPACE EVENLY 
(SEE NOTE 12) BOTTOM OF LOWER 

TRAFFIC SIGNAL HEAD 

A· 

. I>... ... ... . ... I> 

• ~ .-~ .• I> -~ • I> -~ . I> -~ • I> .~ • I> -~ .• I> -~ 
. i.· 

-~ . ~ 

GRADE SEPARATION SECTION 0 
(BARRIER FOUNDATION-MOUNTED} 

BOTTOM OF LOWER 
TRAFFIC SIGNAL HEAD 

TOP OF ROADWAY 
BEING METERED 

TOP OF ROADWAY 

BARRIER LIGHT STANDARD 
FOUNDATION -SEE STD • 
PLAN C-85.14 

• f) • /). 

BRIDGE SECTION 0 
(BARRIER-MOUNTED} 

0 BACKPLATES NOT SHOWN 
FOR CLARITY. 

0 

0 

0 

0 

TOP OF 
POLE 

SECTION 0 
SIGN R10-6 MODIFIED- DRILL AND TAP 
TO POLE - FOUR 1/2" (IN) DIAM. HOLES 
FOR 1/2" DIAM. x 5/8" LONG S. S. HEX HEAD 
BOL T-UNC WITH FLAT AND NYLON 
WASHERS - SPACE EVENLY 
(SEE NOTE 12) 

r 
SIGN R10-1404 MODIFIED- DRILL AND TAP 
POLE - TWO 1/2" (IN) DIAM. HOLES 
FOR 1/2" DIAM. x 5/8" LONG S. S. HEX HEAD 
BOL T-UNC WITH FLAT AND NYLON 
WASHERS - SPACE EVENLY 
(SEE NOTE 12) 

BOTTOM OF LOWER 
TRAFFIC SIGNAL HEAD 

TOP OF BASE PLATE 

ELBOW MOUNT 
(SEE NOTE 9) 

0 

0 

0 

0 

A· 

A· .. 

RETAINING WALL SECTION 0 
(BARRIER-MOUNTED} 

TOP OF POLE 

SIGN R10-6 MODIFIED- DRILL AND TAP 
TO POLE - FOUR 1/2" (IN) DIAM. HOLES 
FOR 1/2" DIAM. x 5/8" LONG S. S. HEX HEAD 
BOL T-UNC WITH FLAT AND NYLON 
WASHERS- SPACE EVENLY 
(SEE NOTE 12) 

SIGN R10-1404 MODIFIED- DRILL AND TAP 
POLE- TWO 1/2" (IN) DIAM. HOLES 
FOR 1/2" DIAM. x 5/8" LONG S. S. HEX HEAD 
BOL T-UNC WITH FLAT AND NYLON 
WASHERS - SPACE EVENLY 
(SEE NOTE 12) 

TOP OF BASE PLATE 

ELBOW MOUNT 
(SEE NOTE 9) 
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